
Qty: 2

463840104

Items to Assemble:
2 Wheel Assemblies
2 Hitch Pins
2 Leg Extenders

Items to Assemble:
2 Leg Assemblies
1 Bottom Shelf
6 Carriage Bolts
6 Wing Nuts

Qty: 6

Qty: 6

Place Bottom Shelf and Legs as shown.

After assembling tighten all Wing Nuts.

Right Side:
Attach 2 Carriage Bolts and Wing Nuts in
front and back.

Left Side:
Place 1 Carriage Bolt
and Wing Nut in upper hole only

Items to Assemble:
1 Grill Bottom
1 Heat Shield
4 Carriage Bolts
4 Wing Nuts
2 Control Knobs
1 Rotary Knob

Items to Assemble:
1 Shelf
4 Wing Screws

Qty: 4

Item to Assemble:
1 Wire Shelf
1 Panel
2 Push Pins

Qty: 2

Place Wire Shelf in 3rd hole from top.

Assemble front panel first by
placing tabs into slots on Bottom Shelf.
Attach with push pins.
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Grate rest

Qty. 4

Qty.4

Attach Wheel Assembly with Hitch Pins

Items to Assemble:
1 Vaporiser Bar
1 Grate (Set)
1 Charcoal Pan or Grate Holder

Push Vaporiser Bar down onto rest in
Grill Bottom

A Insert leg on warming

rack into grill bottom

D Flex leg wire down and

forward to secure on
hook of warming rack.

D

B Place U-shaped wires on back of

warming rack over straight wire.

B

Item to Assemble:
1 Warming Rack
1 Leg Wire

C

C

Place leg wire into U-shaped
wire on front of warming rack.

Straight Wire

Items to Assemble:
1 Straight Wire
2 Clips
2 Warming Rack Handles

To use the Charcoal Pan
remove the Vaporiser Bar and Grates

Attach handles between second and third wire from ends.
Hook end of handle over back and pull to hook over front wire.

Attach clips on straight wire. Place
wire into lower hole on lid. Slide
clips to lid sides.

Items to Assemble:
2 End Caps
1 Toolholder
1 Sideburner Body
1 Sideburner Frame
2 Carriage Bolts
2 Wing Nuts
1 Crown Screw or Wing Screw

Qty: 1

Qty: 1

or

A
B
C
D

Push End Caps into Legs.
Attach Toolholder with Carriage Bolt and Wing Nut in right hole.
Sideburner Body and Frame attach a Carriage Bolt and Wing Nut in back center hole.
In front use a Crown Screw or Wing Screw to attach Sideburner Body.

Qty: 2

Qty: 2

A

Items to Assemble:
1 Sideburner
1 Wing Nut
1 Sideburner Valve Cup
1 Sideburner Knob
1 Sideburner Grate
1 Sideburner Wire

A

B

C

Place Sideburner into hole.

Attach Sideburner Valve Cup. Make sure
Sideburner Tube is inside of valve. Tighten
with Wing Nut.

Place Sideburner Knob and Grate

Correctly assembled Sideburner Tube in Valve

B

A

Attach long wire from beneath console
to electrode beneath Sideburner.
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“R”
Right

“L”
Left

Note: On the underside of the lamp assemblies are “L” for left side
and “R” for right side. Match to letters on the handle.

Attach right and left lamp assemblies to lid with either thumbscrews
or Phillips head screws provided. Do not overtighten screws.
Overtightening will cause handle to crack.

or

or

Or

Items to Assemble:
1 Handle Assembly
1 Right Lamp Assembly
1 Left Lamp Assembly

CAUTION: To prevent a shorting condition make sure
the lamp assemblies are fully inserted into casting.

Screw

Left Lamp
Assembly

Casting

NO GAP

INCORRECT ASSEMBLY CORRECT ASSEMBLY

L

Casting
Screw

Left Lamp
Assembly

L

Note: Grill lid
style may vary.
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Hinge Pin
and Hitch Pin

Qty: 2

Qty: 2

Items to Assemble:
1 Grill Lid
2 Hinge Pins
2 Hitch Pins
1 Logo Plate Assy
1 Temp Gauge Bezel
1 Temperature Gauge
w/Wing Nut


